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UNIT MANAGERS' MEETING AGENDA

3350 George Washington Way
December 8, 1999

1:00-3:00 p.m. 100 Area 1A14

100 N Activities
° 100 NR-1 TSD Sites Bid Package / Remedial Action RFP

. ROD
. RDR/SAP

General

. Status of Close Out Verification Packages for Regulator Review
. Status of RDR/RAWP and SAP Revisions

. Regulatory Document Review Planning

Attachment 1

. Remedial Design Activities Outfall Remediation - 100 BC, D, H, F and K

Operable Units
. Resolution of D&D/RA Cleanup Values
Five year CERCLA Review for the RODs

100 Area Burial Ground FFS/PP Status
Final Resolution of D&D/RA Cleanup Values

Other, Assessments, etc.

100 BC/D Remedial Action

o 116-DR-1/2 Vadose Zone Characterization - Status of Summary Results and

Reporting

. Status of Ecology Review of Cré+ Kd-Leachability Test Results
Report/Associated 116-D7 RESRAD Modeling

. Other - 116 D3/DR3 sites, etc.



Attachment 1

100 H. F and K Remedial Action

Status of Vadose Zone Characterization at 100 H

Status of 126-F1 Ash Pit Characterization

Update on 116-H-7 Grout Sampling

100 H Area Plume up date

Discussion of change packages for TPA Milestones M-16-13A and M-16-26C.
Discuss the 100-H-24 concrete removal (just an update)

1607-H2 & H4 Septic Sites - First CVP sites for "Group 4" RAWD Project
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MEETING MINUTES
REMEDIAL ACTION AND WASTE DISPOSAL
UNIT MANAGERS’ MEETING - 100 AREA
December 21, 1998

Attendees: Not Provided

Agenda: See Attachment #1

Topics of Discussion:

100 N Activities

1.

100 NR-1 TSD Sites Bid Package / Remediat Action RFP — A copy of the 100 NR-1 TSD

Sites Bid Package was provided to Rick Bond of Ecology.

RQD ~ EPA and Ecology concurred that the ROD should be finalized and signed by
mid-January, 2000, EPA commented that the Remaining Sites ROD identified 3/30/00
as the due date for the Institutional Controls Report for the 100 Areas. The 100-NR-1
and 100-NR-2 ROD identifies 7/30/00 as the due date for the Institutional Controls
Report. EPA suggested that RL determine which date they prefer and inform EPA by
formal letter. RL agreed and a letter identifying 7/30/00 as the due date for the
Institutional Controls Report will be sent.

- An overall Regulator Document Review Schedule, including the 100N
RDR/SAP, was handed out (Attachment 3). This schedule shows the target date as
2/01/00 for transmittal of the N RDR and SAP to Ecology for review and comment.
Ecology elected for EPA to provide formal review comments on the documents. When
Ecology transmits the documents to RL, they will aiso transmit a copy to EPA.

General

4.

Cleanup Verification Packages - the following topics were discussed:

- CVP Status - ERC reviewed the current status of the packages (Attachment 4).
EPA provided signed WIDS Waste Site Reclassification Forms for the 116-B-1,
116-B-11, and 116-C-5 Waste Sites at the UMM. These documentswiﬂ now be

formally issued as Rev. 0.

- General Ecology/EPA Comments and Requests regarding CVPs_- EPA provided
the following comments and requests on this subject: (1) EPA asked that the
footnote in Appendix A be revised so that reader does not have to go into
subsequent Appendices for information. (2) EPA indicated that they would like to
see the radiological risk discussion and graph added back into the CVPs. This
information does not need to be added to the CVPs currently in EPA review nor
for the CVPs shown in Attachment 2 as being “in process.” (3) Dennis Faulk of
EPA needs only one copy of Draft A documents in future. (4) EPA asked that
the ERC make sure that the regulator split sample data is included in the
appropriate CVPs. (5) EPA asked that DOE prepare a brief "white paper” that
explains how the qualitative risk assessments (QRAs) were performed. its
purpose is not to explain risk evaluations in the context of the CVPs. Wayne
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-Soper, Ecology asked that this effort be coordinated with Phil Staats, Ecology.
Gienn Gokiberg, DOE asked the ERC to coordinate this task. (6) EPA asked
that any letter requesting permission to excavate a “proximity site” that is not in a
ROD needs to include an explanation of why the site was omitted.

Institutional Controls Discussion - The RDR/RAWP requires that CVPs include a
statement that institutional controls are needed if wastes are left in place below
15 feet (referred to in Attachment 3). To date, the CVPs have not included such
text; DOE will add such statements in the future to follow the intent RDR/RAWP.
EPA concurred that this was appropriate; such text will be added to the Draft A
CVPs currently at EPA for review as well as to the CVPs in process. Ecology
suggested that perhaps this requirement should be deleted from the
RDR/RAWP; the opportunity to discuss this possibility further will come in
connection with the current update to the RDR/RAWP.

116-DR-9 CVP & Spiit Sample Issue - Ecology briefly summarized the issue
involving a relatively high Cr™ value in a deep zone spilit sample. No conclusions
or agreements were made during this meeting. This issue will be discussed
further at a separate meeting scheduied for 12/13/99.

RESRAD - Argonne Nationaf Laboratory has released a new version of RESRAD
(i.e., Version 5.91). Steve Clark circulated a summary of the changes relative to
the version currently in use to support CVPs. RL, EPA and Ecology all agreed
that, upon compietion of test runs to verify that the current and new versions
yield the same results for same input files, RL should adopt RESRAD 5.91 for
CVP-related RESRAD runs. '

Status of RDR/RAWP and SAP Revisions — The status of the RDR/RAWP and

SAP updates was reviewed. Regulator review copies will be delivered to EPA
and Ecology in January.

Requlatory Document Review Planning — An overall Regulator Document

Review Scheduie (previously noted as Attachment 2) was provided to the
regulators, identifying all the documents that will require their review and
approval.

Remedial Design Activities Qutfall Remediation - 100 8C, D, H, F and K

Operable Units — A handout of five drawings (Attachment 5) was provided
showing the outfall structures in each Operable Unit. The figures indicate that
short-term outfall remedial actions, if any, will be limited to removal of the outfall
buildings {1804 and 1908 structures) and will remain above the high water mark.
Removal of the outfall buildings is contingent upon approval of funding and
scope by DOE. Regulators emphasized that outfall removal activities should not
preciude future river pipeline and spiliway remedial action efforts. EPA and
Ecology also emphasized that ERC need only notify the Washington Department
of Fish & Wildiife (WDFW), National Marine Fisheries Service (NMFS), The
Corps of Engineers (USCOE), and other local agencies of the planned activities,
and the cleanup authority would be granted by EPA and Ecology (the lead
agencies for the 100 Areas Remedial Action). River discharge pipes and
spillways will be stabilized and sealed to prevent intrusion by backfill material,
rainwater, and groundwater (where applicable), concurrent with removal of the
outfall structure (1904/1908 buildings).

2
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- Resolution of D&D/RA Cleanup Values - EPA stated that, as a result of their
review, they are satisfied that there is general agreement between D&D and RA

cleanup values and evaluation processes. EPA views each project’s practices
regarding the use of a drilling scenario as appropriate.

- Five Year CERCLA Review for the RODs ~ EPA requested that this item be
placed on the January, 2000 UMM Agenda, and that Dave Einan, EPA woukd

provide a presentation as to EPA’s expectations on the process. The Five Year
CERCLA ROD review is tentatively scheduled for March through June.

- 100 Area Burial Ground FFS/PP Status — This document has been transmitted to
RL, and RL is in process of formally transmitting to EPA.

- Other, Assessments, etc. — no items discussed.

100 BC/D Remedial Action

- a summary of analyncal data frorn the vadose z0ne drillmg was provnded to the
regulators for review (Attachment 6).

QT R§§RAQ Modehng Ecology requested a meetlng with the repon author Jeﬂ‘Seme
of PNNL to be held on December 13. The meeting is for clarification of report details.

No significant issues are expected.

Other - 116 D3/DR3 sites, etc. - During remedial action for the 100 D Group 3 small
sites, initial excavation at coordinates specified for 116-D-3 and 116-DR-3 failed to
conclusively confirm the presence of waste sites. After further review of historical
documents it was determined that possible alternative locations exist for both sites.
Foliowing a walkdown with Ecology, the ERC has developed a strategy for potholing and
trenching to determine whether the alternative locations may in fact be the waste sites

(Attachment 7).

Ecology was advised that the 100 DR north pipelines CVP will be developed in three
parts in order to facilitate timely closeout and backfill of clean trenches by de-coupling
them from the areas where contamination plumes still exist. Ecology indicated that they
would not be collecting as many splits for pipeline verification samples as they have for
other waste sites. EPA requested that a proposed milestone for B/C pipelines be
included with the package of H, F and K milestone revisions.

100 H, F and K Remedial Action

8.

Status of Vadose Zone Characterization at 100 H - ERC provided a status of the deep

vadose characterization activities to be completed for 100 H/F/K Areas. A draft Data
Quality Objectives workbook and Description of Work have been completed. Regulator
interviews have been initiated. The three areas are being combined to streamiine the
Data Quality Objectives process and reduce cost.



10.

1.

12,

13.

14.

Aftachment 2

Status of 126-F1 Ash Pit Characterization — ERC provided a status of the small tube

geophysical work at the 126-F-1 Ash Pit. Data collection activities have been
completed. Preliminary information indicates the majority of the ash pit (southem 2/3) is
not contaminated. Data indicates natural occurring radioactivity. Additional results and
recommendations will be presented at subsequent Unit Manager Meetings.

Update on 116-H-7 Grout Sampling — Three additional samples will be collected beneath
the grout material to assure contamination has not accumulated. A Baseline Change

Proposal has been prepared for the additional scope. Work will begin once the Baseline
Change Proposal is approved.

100 H Area Plume Update — Additional plumes have been identified in the 116-H-1
waste site along the southwest comer.

Discussion of change packages for TPA Milestones M-16-13A and M-16-26C — A draft
Tri-Party Agreement change package was presented along with the logic associated
with the schedule extension. EPA and Ecology provided no comments at the meeting.
DOE will transmit the formal change request to EPA and Ecology by the end of

December.

Discuss the 100-H-24 concrete removal (just an update) - Excavation of contaminated
soils at the substation was initiated in November. Concrete support structures

associated with the substation are more extensive than indicated on design drawings
resulting in additional material to be removed.

1607-H2 & 1607-H4 Septic Sites - First CVP sites for Group 4 RAWD Project -

Excavation of the two septic tanks has been completed along with variance
sampling. Sample data shall be available within the next two weeks. The two
waste sites are nonradiologically contaminated. Variance samples are being
analyzed for ICP metals instead of GEA.
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100 Area CVP Status
(UMM 12/8/99)
Rev. 0 CVPs Signed Off
B/C Area D Area
116-C-1 100-D-4
116-B-13 ~100-D-20
116-B-14 100-D-21
100-D-22
1607-D2:1
1607-D2

Rev. 0 CVPs with EPA/Ecology for Final Check and Signoff

B/C Area _ D Area
116-B-1 100-DR-9
116-B-11
116-C-5

Draft A with EPA/Ecology for Review

B/C Area D Area
116-B-2 None
116-B-3

116-B4

116-B-6B

116-B-9

116-B-10

116-B-12

CVPs in Process

B/C Area D Area
116-C-2ABC - . 116-D-7
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General CVP Discussion Topics
(UMM 12/8/99)

116-DR-9 CVP Deep Zone Split Sample

Issue/Question: What addmonal actions are necessary to address the relatively high deep

zone split sample result for Cr*%?

12 deep zone regular samples: 0.03U to 0.604 mg/kg

At Al Sampling Area:

Regular sample: 0.03U mg/kg
Duplicate sample: ~ 0.607 mg/kg
Split sample: 7.8 mg/kg

95% UCL (based on regular samples): O.SSﬁlgIkg
95% UCL (including split as 13® sample): 1.82 mg/kg

‘Comparison standard: 2.2 mg/kg (groundwater protection)

Section §: “Statement of Protectiveness” & Statement re Institutional Controls

Issue/Question: RDR/RAWP says we should document need for institutional controls in
CVPs. (See excerpts below and attached.) If the addition is appropriate, the

- recommendation is to do it in Section 5, “Statement of Protectiveness.” Discussion.

RDR/RAWP p.2-10: “In the event that DOE relinquishes full control of the site,
deed restrictions will be applied as necessary to prohibit excavation and drilling
below the 4.6M (15 ft) level in those cases where contaminants meet the required

- groundwater/river protection cleanup goals but exceed concentrations that are

protective for direct exposure.”

RDR/RAWP p.3-13: “Wastes left in place at depths greater than 4.6m (15f1) and
that are protective of groundwater and the Columbia River will have institutional
controls applied (e.g., deed restrictions for well drilling and deep excavation).”

RDR/RAWP p.2-1Q; “The requirement for deed/lease restrictions will be
documented in the site close-out verification package (see section 3.7, CERCLA

Cleanup Documentation)} and executed in accordance with DOE land release
policy (see section 3.8, Site Release). Public comment would not be sought for
deed/lease restrictions deemed necessary to prevent interference with the mtegnty
of the cleanup action.” (Underline added.)
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. To identify target volumes in soil that require remedlatlon for purposes of remedial
design
»° To identify minimum quantitation limits for contaminants in soil that must be achieved

by analytical systems used during remedial action

. To provide "look-up" values for use in the field to rapzdly evaluate analyhca] data
: collected during remedial acuon.

These contaminant-specific concentraﬁons correspond to the RAGs but are not intended for use
in verifying that remedtal action is complete at a site. The concentrations represent values that
individually equate to MTCA values or 15 mrem/yr dose rate. For radionuclides, the expectation
is that most sites will have multiple radionuclides driving the cleanup; therefore, a cumulative
dose of 15 mrem/yr would potentially result in individual radionuclide concentrations that are
lower than these "look- up values. The process for developing and using these contaminant-
_ specific concentrations is presented in Figure 2-1. The verification process is further defined in
Section 3.6. A summary of all rcprcsemauve Jook-up values can be found in Table 2-7.

2.1.5 Balancing Factors

Based on existing knowledge, it is possible that residual wastes may remnain in place at sites
where (1) contamination begins at depths below 4.6 m (15 f), (2) residual soil contamination is
present below 4.6 m (15 f) or the engineered structure, or (3) marginafly contaminated material
is present. The ROD provides a decision framework to evaluate leaving some contamination in
place:

"The decision 1o leave wastes in place at such sites will be a site-specific determination

' made during remedial design and remedial action activities that will balance the extent
of remediation with protection of human health and the environment, disturbance of
ecological and cultural resources, worker health and safety, remediation costs, operation

and maintenance costs, and radioactive decay of short-lived (half life less than 30.2 years - -

[e.g.. "'Cs] radionuclides). The application of the criteria for the balancing factors, the
process for determining the extent of remediation at deep sites, and the public
involvement process during such determinations shall be specified ﬁ;rther in the
Remedtal Design Report™ (EPA 1995).

In addition to the seven balancing factors 1dent:ﬁed above, the section of the ROD entitled
"Scope and Role of Response Action Within Site Strategy” identifies three additional factors:
sizing of the ERDF, the use of institutional controls, and long-term monitoring costs.

The balancing factors can be divided into two categories: (1) factors effecting the size of the
excavation, and (2) factors associated with cost. Three of the ba]ancmg factors - minimizing
disturbance of cultural or ecological resources, minimizing the size of the ERDF (mlmmm:
waste volume), and protecting worker health and safety - weigh in favor of minimizing
excavation size. The other balancing factors suggest that the extent of reinediation and
associated costs be weighed against the reliability and cost of institutional controls. The two

2-9
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categories, when weighed with protection of human heaith and the environment, lead to the
- following conclusions: ‘

. Contaminant concentrations below 4.6 m (15 ft) or below the engineered structure will be
required to meet the criteria for protection of the groundwater and the Columbia River, as
stated in RAO number 2 in Section 2.1. For residual contamination below 4.6 m (15 ft)
or below the engineered structure shown to impact groundwater or the Columbia Rlver,
the balancmg factors may be invoked. :

. Radioactive contaminants present below the 4.6 m (15 ft) level will be required to be
equal to or below concentrations so that the external radiation to a potential receptor in a
basement 3.7 m (12 ft) below ground (in combination with radiation exposure from other
contaminant pathways) is below 15 mrem/yr.

. In the event that DOE relinquishes full control of the site, deed restrictions will be applied '
as necessary to prohibit excavation and drilling below the 4.6 m (15 ft) level in those %
cases where contaminants meet the required groundwater/river protection cleanup goals
but exceed concentrations that are protective for direct exposure,

. For areas where lateral movement of contaminants, Jow radionuclide levels, or smali
quantities of disposed waste would generate marginally contaminated material tobe
disposed at the ERDF, or where it can be demonstrated that radionuclide concentrations

. will result in achieving an acccptablc risk range within a reasonable period of time, the
balancing factors may be invoked. ‘

In the event that the consideration of balancing factors results in a recommendation to leave
contaminated soils or debris in place at a waste site at levels that exceed the RAOs, the ROD
states that the Tri-Parties will initiate public involvement prior to making a decision to leave
contamination in place. The process will be as described for an explanation-of signifi cam
difference (ESD) in the Public Involvement Plan.

Deed/lease restrictions or other institutional controls and long-term monitoring may be required
to prevent human exposure to groundwater and/or contaminated soils or interference with the
integrity of the cleanup action for any site. Potential deed restrictions could prohibit the drilling
of any well to groundwater or any activity that would result in soil disturbance greater than 12
feet below the surface. The requirement for deed/lease restrictions will be documented in the site
close-out verification package (see section 3.7, CERCLA Cleanup Documentation) and executed %
1n accordance with DOE land release policy (see section 3.8, Site Release). Public comment

would not be sought for deed/lease restrictions deemed necessary to prevent interference with the
integrity of the cleanup action.

-2.1.6 Applicable or Relevant and Approprlate Reqmrementl

The National Contingency Plan (NCP) and the ROD require that the remedlal actions described
in this document comply with the ARARs established in the ROD. The purpose of this section is
to discuss how each of the ARARs identified in the ROD will be met during remedial action.

2-10
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A fundamental change is a change that does not meet the requirements set forth in the ROD or
that incorporates remedial activities not defined in the scope of the ROD. In few cases are there
fundamental changes to a ROD. Should the situation arise, the ROD must be amended.
Examples of significant changes that fundamentally alter the remedy occur when:

-« Waste remains in place above cleanup objectives due to cultural resources,
« A final land use is defined that is not compatible with the ROD,

 Stabilization of waste remaining in place in the IOQ Area rather than excavating and
disposing the soil at the ERDF.

The project manager is responsible for tracking all changes and obtaining appropriate reviews by
ERC staff. The project manager will discuss the change with DOE, and DOE will then discuss
the type of change that is necessary with the EPA and Ecology. The lead regulatory agency’s
responsibility is to determine the significance of the change. Appropriate documentation will

follow based on the type of change.

3.6 GOAL ATTAINMENT

This section describes the approach for verifying attainment of cleanup of soils in accordance
with the RAOs identified in the ROD and presents the supporting calculations. The general
approach for verifying attainment of RAGs is presented in Figure 3-3 and involves the following

steps.
+ Identify the unit(s) within a site for cleanup verification

» Calculate the summary statistics for the identified uﬁit(s) |
o Identify the appropriate RAGs to be applieti to the unit(s) .l

¢ Evaluate the summary statistics for the identified unit(s) against the decxsnon rules for
achieving the appropriate RAGs

o Verify the attainment of the radionuclide soil concentrations correspondmg to the 15 mrem/yr
radxonuchde soil cleanup standard for direct exposure

LE)

o Verify the attainment of thc nonradionuclide sml concentrations corresponding to MTCA
Method B soil cleanup standards for direct contact

s Verify the attainment of the radionuclide contaminant concentrations in soil lcsé than or equal
to the RBSRAD-calculated values that meet the groundwater RAGs for protection of
groundwater o :

e Verify the attainment of the nonradionuclide contaminant concentrations in soil less than or

3-10.
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equal to 100 times the groundwater RAGs for protection of groundwater

s Verify the attainment of the radionuclide contaminant concentrations in soil less than or equal
to the RESRAD-calculated values that meet the RAGs after the DAF has been applied for
protection of the Columbia River .

o Verify the attainment of the nonradionuclide contaminant concentrations in soil less than or
equal to 100 times the RAGs for protection of the Columbia River afier the DAF has been
applied. T '

.
- tw L 3

Details regarding verification sampling and analysis may be found in the SAP (DOE-RL 1996b).
3.6.1 Identify the Unit(s) Within a Site for Cleanup Verification

In this step, the site is divided into units for purposes of collecting verification samples.
Summary statistics (e.g., arithmetic mean and 95 percent upper confidence limit [UCL)) are
calculated for verification samples from a particular unit. Verification sampling and analysis
data will be evaluated against the decision rules (see Section 3.6.4) on a unit-by-unit basis.

- Generally, a site will be divided into the following units: (1) stockpiled "clean” soil that will be
returned to the excavation, (2) soil from the bottom of the excavation when excavation is from 0
to 4.6 m (O 10 15 ft) below ground surface, and (3) soil from the bottom of the excavation when
excavation is greater than 4.6 m (15 ft) below ground surface. Additional units may be defined
as needed for large sites or other specific needs. These units will be identified in site-specific
instructions prepared for confirmation sampling. Details regarding verification sampling and
analysis can be found in the SAP (DOE-RL 1996b).

3.62 Calculate the Summary Statistics for the Identified Unit(s)

The summary statistics needed for each unit (Séction 3.6.1) are arithmetic mean, standard
deviation, one-sided 95 percent UCL, and the total number of samples collected from the unit.
The number of samples with concentrations exceeding the MTCA cleanup level and two times

~ the MTCA cleanup level must also be determined from the sampling and analytical data.

3.6.3 ldentify the Appropriate Remedial Action Goals to be Applied to the ﬂnit(s)

The RAG or RAGs that apply to a site must be identified to verify that remedial action has
attained the RAOs. A review of Section 2.1.2 provides the information necessary to identify the
appropriate RAGs. One or more of these goals may apply to any particular unit.

3.6.4 Evaluate the Summary Statistics Against the Decision Rules for Achieving the
* Appropriate Remedial Action Goals '

For the RAGs identified in the previous step, decision rules are defined that will be used to test
verification sampling and analysis data. These decision rules follow:

» MTCA standards are achieved under the following conditions (WAC 173-340-740[7][e]):

3-11
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- The 95 percent UCL on the arithmetic mean from verification samples collected is less
than the cleanup standard for each contaminant of concern.

- No single sample concentration is greater than two times the cleanup standard.
- Less than 10 percent of the sample concentrations exceed the cleanup standard.
Radionuclide soil cleanup standards are achieved under the following conditions:

- The dose calculated from the 95 percent UCL on the arithmetic mean for the sum of all
radioactive contaminants of concern from verification samples collected from the sides
of the excavation and from soil 0 to 4.6 m (0 to 15 ft) below grade is less than
15 mrem/yr. The dose is calculated assuming exposure through inhalation, soil ingestion,
crop ingestion, meat and milk ingestion, aquatic foods ingestion, drinking water
ingestion, and external gamma exposure pathways using residential exposure assumptions
(specific assumptions for dose calculations are-presented in Appendix B). Figure 3-4
illustrates this conceptual model.

- The dose calculated from the 95 percent UCL on the arithmetic mean for the sum of all
radioactive contaminants of concern from verification samples collected from soil from
the bottom of the excavation is less than 15 mrem/yr. The dose is calculated assummg
external gamma exposuire during the portion of an individual's lifetime spent in the
basement of a residence, and assuming that the total depth of the basement is 3.7 m
(12 ft) below grade (specific assumptions for dose calculations are presented in
Appendix B). See Figure 3-4 for a depiction of this conceptual model.

For nonradioactive contaminants, cleanup of soils for groundwater protection will have been
achieved when the 95 percent UCL on the arithmetic mean concentration in soil of each
contaminant of concern is less than 100 times the groundwater RAG as presented in

Table 2-5.

For radionuclide contaminants, cleanup of soils for groundwater protection will have been
achieved when the 95 percent UCL on the arithmetic mean concentration in soil of each
contaminant of concen is less than the value, as calculated by RESRAD, that meets the

groundwater RAG as presented in Table 2-5. -

For nonradloactlvc contaminants, cleanup of soils for protection of the Columbia River will
have been achieved when the 95 percent UCL on the arithmetic mean concentration in soil of
each contaminant of concern is less than 100 times the RAG after the DAF has been applied

as presented in Table 2-6.

For radionuclide contaminants, cleanup of sails for proteciion of the Columbia River will
have been achieved when the 95 percent UCL on the arithmetic mean concentration in soil of
each contaminant of concem is less than the value, as calculated by RESRAD, that meets the

RAG after the DAF has been applied as presented in Table 2-6. -
3-12
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3.65 Verify the Attainment of the Radionuclide Soil Clesnup Standard

Determining when a remedial action has achieved the cleanup level (15 mrem/yr) involves
converting radionuclide concentrations (in pCifg) in soil into dose rates (in mrem/yr) using a
dose assessment model. Use of a model requires an exposure scenario that specifies (1) a
hypothetical receptor, (2) pathways of exposure from radionuclides in soil to the receptor, and (3)
‘assumptions and parameters for estimating exposures and doses to the receptor from
radionuclides in soil. ,

Unrestricted future use in the 100 Area is represented by an mdmdual resident in a rural-
residential setting. This resident is assumed to consume crops raised in a backyard garden. meat
and milk from locally raised livestock, and meat from game animals and fish, and to live in a
residence with a basement 3.7 m (12 ft) below grade. The following exposure pathways are
considered when estimating doses from radionuclides in soil: inhalation; soil ingestion;
ingestion of crops, meat, fish, drinking water, and milk; and external gamma exposure. External
gamma exposure is assumed to be the only exposure pathway from contaminants at the bottom of
the excavation and is assumed to occur only when an individual is in the basement. (Wastes left
_in place at depths greater than 4.6 m [15 ft] and that are protective of groundwater and the
Columbia River will have institutional controls applied [e .8., deed restrictions for well dnilling
and deep excavation].) This individual is conservatively assumed to spend 25 percent of his/her
lifetime in the basement. Therefore, doses are calculated separately in fill soil from 0 to 4.6 m (0
to 15 ft) below grade and for residual contaminants at the bottom of the excavation. These doses
are then summed to obtain the total dose associated with radionuclides in soil. A list of the
assumptions and model parameters used in RESRAD is presented in Appendix B.

3.6.6 Verify the Attainment of the MTCA Cleanup Standards

Verifying the attainment of MTCA Method B éleanup standards involves comparing the
appropriate summary statistics with the RAG presented in Table 2-1. The decision rules for
MTCA standards presented in Section 3.6.4 are also used for this verification.

3.6.7 Verify the Attainment of the Contaminant Concentrations in Soil for Protection of
the Groundwater

Verifying the attainment of groundwater RAGs involves two steps. First, the RESRAD model
will be used with site-specific input parameters to determine if contaminants (in addition to those
contaminants predicted by RESRAD using the input parameters applicable to the generic site
model [input parameters for the generic site model are listed in Appendix B} and listed in Table
2-5 and 2-6) reach groundwater. For nonradioactive contaminants, if additional contaminants are
predicted to reach groundwater, then the 100 times rule will be used to determine contaminant-
specific concentrations in soil protective of groundwater, as was done in Section 2. For
radionuclide contaminants, if additional contaminants are predicted to reach groundwater, then
the RESRAD model will be used to determine contaminant-specific concentrations in soil
protective of groundwater. The second step involves comparing the appropriate summary
statistics to the contaminant-specific concentrations in soil that meet the groundwater RAGs
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presented in Table 2-5 and any new RAGs resulting from the previous step.

3.6.8 Venfy the Attainment of the Contammant Concentrations in Soil for Protection of
the Columbia River

* Similar to the procedure presented in Section 3.6.7, verifying the attainment of RAGs protective
of the Columbia River involves two steps. First, the RESRAD model will be used with site-
specific input parameters to determine if contaminants (in addition to those contaminants )
predicted by RESRAD using the input parameters applicable to the generic site model {input -
parameters for the generic site model are listed in Appendix B] and listed in Table 2-5 and 2-6)
reach groundwater. For nonradioactive contaminants, if additional contaminants are predicted to
reach groundwatcr, then the 100 times rule will be used to determine contammant-speclﬁc
concentrations in soil protective of the Columbia River, as was done in-Section 2. For
radionuclide contaminants, if additional contaminants are predicted to reach groundwater, then
the RESRAD model will be used to determine contaminant-specific concentrations in soil
protective of the Columbia River. The second step involves comparing the appropriate summary
statistics to the contaminant-specific concentrations in soil that meet the RAGs after the DAF has
been applied as presented in Table 2-6 and any new RAGs resulting from the previous step.

3.7 CERCLA CLEANUP DOCUMENTATION

Cleanup verification reports will be prepared after RAG attainment has been verified, as
discussed in Section 3.6.1. The reports will provide the needed documentation for verification of
interim remedial action at a site and to support the eventual deletion of the QU from the NPL.
Cleanup verification reports using the following outline will be prepared for groups of sites or .

individual sites as needed:

1.0 Introduction

o 2.0 Site Description (site history, site description, remedial action description)
e 3.0 Remedial Action Objcctives and Goals

+ 4.0 Sampling and Anajyucal Results: Summary of Field Analyucal/F ield Screening
Act:vmes, Data Evaluation. Data Validation, ahd Data_ Interpretation

e 5.0 Statement of Protectiveness

+ 6.0 References

"= Appendices (analytical data tables, field reports, and documentation of calculations as
needed to support the information presented in the body of the report)

314
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3.8 SITE RELEASE

The DOE will continue to manage the land in the 100 Area of the Hanford Site as long as
necessary to support remedial actions and other missions. The release of land areas for other
uses will depend on the followmg (1) release of the individual waste sites and (2) the
completion of other work in the OU such as decontamination and decomm:ssnomng of facilities,
as well as final cleanup verification under CERCLA

It is unknown at this time when a final ROD will be recorded for the 100 Area NPL site, but the
final ROD will contain opératiéh and maintenance requirements. The DOE will provide
institutional controls (e.g., site monitoring and access restrictions) to meet all project missions
until such time that they are deemed unnecessary.

Where deed restrictions or other institutional controls are utilized in accordance with this
RDR/RAWP and the ROD, the DOE will not allow any activities that would interfere with the
remedial action prior to EPA and Ecology approval. Additionally, DOE will take necessary
measures, such as filing the deed restrictions in appropriate county offices, to ensure the
continuation of these restrictions prior to any transfer or lease of the property. A copy of a
notification of any restrictions will be given to any prospective purchaser/transferee before any
transfer or lease by DOE. The DOE will provide EPA and Ecology with written verification that
these restrictions have been put in place.

3-15
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1.0 INTRODUCTION

Borehole B8786 was drilled near the influent end of the 116-DR-1 liquid waste disposal trench
(Figure 1). The primary purpose of the 116-DR-1 Trench was to receive contaminated water that
had been diverted from the retention basins after the liquid effluent was contaminated by
ruptured fuel elements. The trenches were used between 1950 and 1967, with each trench
receiving 40 million L {10.6 million gal) of waste. In addition, the trenches received liquid
coolant effluent that was intentionally diverted to the trenches to test infiltration rates. During
testing, 388,512,000 L/day (102,240,000 gal/day) of effluent were discharged into the two
trenches during a 4-month period. This site was selected as the worst-case scenario based upon
sampling at the bottom of the excavation and process knowledge. The site, at the time of
drilling, was an open excavation. During remediation, contaminated soil was removed from the
site to a depth of 4.6 m (15 ft) and was disposed at the Environmental Restoration Disposal

- Facility.

The borehole was drilled to a depth of approximately 14 m (45.5 ft), which is the estimated depth
to the saturated zone. The drilling began on June 17, 1999, at the bottom of the 116-DR-1 site
excavation, which is roughly 4.6 m (15 ft) below the original surface before remediation began.
The drilling concluded on June 24, 1999. Eighteen samples (including a dupllcate) were
collected at 0.85-m (0.28 m) 2.8-ft [+0.9 ft]) intervals.

2.0 . PROJECT OBJECTIVES

The primary objective of this project is to develop a vertical profile of the distribution of
chemical and radioactive contamination in the deep zone (i.e. >4.6 m [>15 ft] to the

groundwater) of the 116-DR-1 and 116-DR-2 Trenches. The data will be used for cleanup
verification modeling of the 116-DR-1 and 116-DR-2 Trenches.

A}

A seco_ndary objective of this project is to use the deep zone soil data from 116-DR-1 and
116-DR-2 as the worst-case baseline data for the deep zone modeling of other Group 2 and

Group 3 sites.

30 TECHNICAL DATA

ResonantSonic International performed the borehole drilling in accordance with Description of
Work for Borehole Samplmg at the 116-DR-1 and 116-DR-2 Trenches (BHI 1999). The
borehole was drilled usmg a cable-toll drill rig. The borehole was drilled with DN250 (10-in
nominal diameter) casing to a depth of 5.0 m (16 4 ft), DN200 (8-in.) casing from 5.0 m (16. 4 ft)
to 10.9-m (35.8-ft) deep, and DN175 (7-in.) casing from 10.9-m (35.8-ft) to 13.5-m (44.0-ft)
deep. All casings were constructed of threaded carbon-steel. The borehole was drilled to a depth
of approximately 14 m (45.5 ft), with the final 0.5 m (1.5 ft) of depth achieved by use of a
DN125 (5-in.) split-spoon sampler. At the conclusion of borehole installation, the borehole was
grouted with Portland cement and bentonite clay. All casings and equipment were then removed.
Groundwater was discovered at 12.78 m (41.95 ft) below the 116-DR-1 excavation bottom. All
depths specified above are relative to the 116-DR-1 excavation bottom.
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Figure 1. 116-DR-1 Vadose Zone Characterization Borehole Data:
Am-241, Co-60, Cs-137, Eu-152, Eu-154, and Eu-155.
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40 SUBSURFACE GEOLOGY

- The Hanford formation is at least 13.7-m (45-ft) thick at borehole B8786, as measured from the
116-DR-1 excavation bottom. The Hanford formation consists of unconsolidated sandy gravel,
silty sandy gravel, gravelly sand, and sand. Sand lenses and silt stringers are intercalated with
the gravel deposits of the Hanford formation. The formation is moderately to very poorly sorted.
Coarser sediment such as pebbles, gravel, and cobbles are approximately 40% to 90% basalt; the
remaining percentage consists of granites, felsics, and various metamorphics. The sand fractions
are high in basalt, with the remaining comprised of feldspar, quartzite, and traces of formica.
There was not enough penetration below 13.7 m (45 ft) to truly determine if the Hanford
formation discontinues at that point and if the Ringold Unit begins, although, it is su'spected that
this is the case (see Appendix A)

5,0 SAMPLING DESCRIPTION

Eighteen samples (including a duplicate, BOVNH4) were collected at 0.85-m (£0.28 m) (2.8-ft
[£0.9 f]) intervals. Appendix B provides the raw data for the samples. Table 1 summarizes the
results for the contaminants of concern and the depth (elevation in Nat:onal GCOdCth Vertical
Datum) for each corresponding sampie.

Field screening measurements of gross beta/gamma activity were taken during the sampling
effort. The highest reading (24,000 disintegrations per minute [dpm]) was measured at 1.2 m
(4 ft) below the 116-DR-1 Trench bottom; however, no corresponding sample was taken due to
poor split-pool recovery. The field readings tapered off below that level but varied between
less-than-detectable to as high as 3,400 dpm as deep at 7.9 m (26 ft).

Figures 1 through 3 provide an illustration of contaminant of concern levels with borehole depth.
To provide a meaningful interpretation of the data, the values reported for radiological
constituents present below background (i.e., negative value reported), or at undetectable
quantities, have been adjusted to the minimal detectable activity for illustrative purposes. Metal
results qualified as below analytical detection limits have been adjusted to half their assocmted ’

detection limit in Figure 3.

6.0 CONCLUSIONS

‘The data indicate that contaminant levels drop off signiﬁcantly} at 128.5 m (421.6 ft),
approximately 1.5 m (4.9 ft) below the 116-DR-1 and the 116-DR-2 excavation bottom.
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Field Blank U _ u
BOVNH1 | 1290 1.00E02 U | 1.885+00 9.13E+01 2.65E+01 2 46E+00 U
BOVNH2 | 1285 LI0E02 U | 7.40E-02 9.36E+00 1.51E+00 1.60E-01 U
BOVNH3 | 1277 50003 U| U 4.92E-01 2.43E-01 u u
BOVNHg | DpPlicass of 150802 U u 3.64E-01 2.54E-01 u v
BOVNHS | 1269 | 120802 U| U 161E01 1.90E-01 U u
BOVNH6 | 1259 | 000E+00 U u U 9.70E-02 U U
BOVNH7 | 125.1 3.00E03 U U - u 1.07E-01 U U
BOVNHS 1241 | 6.00E03 U U U U U U
BOVNJO | 1234 600E-03 U U U U U U
BOVNJI { 1229 140E02 U| U U U U U
BOVNI2 1224 -700E-03 U U U U U u
BOVNJ3 | 1213 L70E02 U U U u U - u
BOVNM | 1201 | 833801 J| U u U u U
BOVNI5 | 1193 | 0.00E+00 U U U U U U
BOVNJ6 | 1180 | -1.10B02 U U u u U U
BovNI7 | 1171 | 300803 U U U U U U
BOVNIS | 1167 800E03 U U 3.80E-02 U U U

1.50E-02

Table 1. Summa

of COC Resuits.

u

WINPURIOWIA] [BIIUYO3 ],



1.62E-01

Table 1. Summar

BOVNHSY | Ficld Blank 7| 243801 1| 800E03 U U | -728E01 U | -3.00E-02
BOVNHI | 129.0 439E01 J | 407E01 J | 1.00B02 U | 137E-01 1 | 129E+02 5.69E+00
BOVNH2 | 1285 3.58E01 J | 325E-01 J | 0.00E+00 U | 500E-03 U | LO9E+01 ~ J | 1.20E+00
BOVNH3 | 1277 3.51E01 J | 345601 J | 000E+00 U | LIOE02 U | 667E01 U | 600E-01 J
BOVNH4 | DRPUCHEOT! 308801 ) | 218801 J | 800E03 U | 160B42 U | 623E01 U | 596E01 J
BOVNHS | 1269 473801 T | 334B01 1 | -700B03 U | -7.00E03 U | 470E02 U | 624E01 I
BOVNH6 | 1259 4.11E-01 ) | 3.02E01 J | 400E03 U | 400E-03 U | -124E+00 U | 7.23E01 ]
BOVNH7 |  125.1 3.86E01 J | 237E01 J | -5.00E03 U | 000E+00 U | -579E01 U | 534E-01 J
BOVNHS | 1241 334B01 J | 351E01 J | SO0E03 U | -S00E-03 U | -545E-01 U | 8.81E-01 J
BOVNJO | 1234 328E01 J | 441E01 J | 600E03 U | 1LI10E02 U | -843E01 U | 2.58E-01 U
BOVNI1 | 1229 340E01 J | 3.02E01 J | 600E03 U | 440E02 U | -LO4E+00 U | 7.59E-01 J
BOVNI2 | 1224 | 5T72B01 ] | 502E01 J | -120E02 U | 0.00E+00 U | 641E01 U | 48E01 J
BOVNI3 | 1213 477E-01 J | 330E01 J | 130E<02 U | 200E02 U | -694E-01 U | 570E-01 J
BOVNJ4 | 120.1 346E-01  J | 277E0t  J | -1.80E-02 U | -120E02 U | 322E01 U | 813E-01 I
BOVNJS | 1193 336E-01 J | 504E01 J | 670E02 U | 130802 U | 480E02 U | 1.24E+00
BOVNJG | 1180 S25E-01 J | 3.SE-01 " J | O.00EH0 U | 600E03 U | -6.14E01 U | 825E01 I
| BOVNI7 [ 1171 | 495E-01 - J | 534E01 J | 230E02 U | 230E02 U | -707E01 U | 329801
BOVNIS | 1167 291E01  J { 291E01 J | -140E<02 U | S500E03 U | -590E01 U | 2.58E-01 J

g ey
WNPURIOWIA] [RIIUYII]



Field readings in counts/minute converted to disintegrations/minute by multiplying by a factor of 10.

BOVNHY | Field Blank NA 022 0.15 04 U 0.02 U 0.75
BOVNH1 | 1290 8000 26 102 0.41 U 0.08 56
BOVNH2 | 1285 less than detect 1.6 233 23 0.02 1.9
BOVNH3 | 1277 less than detect 13 144 0.42 u 0.02 U 2.1
BOVNH4 D;g'\if;m‘"f less than detect 16 16.6 041 Ul 062 U 1.7
BOVNHS | 1269 3500 1.6 11.6 0.66 0.02 U 2.1
BOVNH6 | 1259 3500 16 125 096 1 002 v 22
BOVNH7 | 1251 3500 1.9 10.6 0.42 ul 001 U | 2
BOVNHE | 1241 <600 1.5 58 042 U 0.02 U 2
BOVNJO | 1234 <600 23 13.5 043 U| o002 U 3
BOVNJ1 | 1229 900 1.0 6.8 0.42 U 0.02 U 2.8
BOVNI2 | 1224 3400 14 11.5 0.42 U 0.02 U 2.9
BOVNJS3 | 1213 <600 1.5 10.7. 041 U 0.02 U 22
BOVNI4 | 120.1 <600 12 96 0.41 u 0.02 U 1.9
BOVNIS | 1193 <600 14 6.9 o041  U| o002 U 19
BOVNI6 | 1180 <500 11 69 0.41 U 0.02 U 26
BOVNJ7 7.1 <600 0.62 47 044 U 0.01 U 1.5
BOVNIS | 1167 <600 0.74 73 0.43 U 0.02 u 1.8
U = nondetect
 J = estimated value
NA = not available

WNPUBIOWIA] {2IIUYISL
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Figure 2. 116-DR-1 Vadose Zone Characterization Borehole Data:

U-233/234, U-238, Pu-238, Pu-239, Ni-63, and Total Sr.
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Figure 3, 116-DR-1 Vadose Zone Characterization Borehole Data:

Ar, Cr (Total), Cr'6, Hg, and Pb.
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Table A-1. Raw Sample Data. (4 pages
BOVNHI 129.0 U u| 220601 | 1.88E+00 3.90E-02 9.13E401 9.30E-02
BOVNH2 128.5 U U| 620E-02 7.40E-02 1.40E-02 9.36E+00 2.50E-02
BOVNH3 122.7 U u| 3.70E-02 u u| 120802 492E-01 1.40E-02
BOVNH4 1227 U u| 730E-02 u u! 210E-02 3.64E-0] 1.70E-02
BOVNHS 1269 U ul 260E-02 v ul 22002 1.61E-01 2 40E-02
BOVNH6 1259 U ul 270E02 u U{ 240E-02 u u| 2.10E-02
BOVNH? 125.1 U U{ 7.70E-02 U vl 21002 U U| 2.00E-02
BOVNHS 124.1 U u| 3.40E-02 U ul| 1I0E-02 U u| 9.00E-03
BOVNHY 1303 U v| 1.80E02 1] u| 19002 U U| 1.40E-02
BOVNJO 1234 U U] 1.00E01 U Ul 2.70E-02 U u| 2.40E-02
BOVNJ1 1229 1] ul| 37002 u ul| 1LIcE-®2 u u| 1.00E-02
BOVNJ2 1224 Y U{ 7.80E-02 U ul 230E-02 u U| 150E-02
BOVNI3 1213 U u| 320802 U uf 1.00E-02 u u/| 9.00E-03
BOVNM 1201 U U| 2.50E0 u ul| 220e-2 U Ul 190E-02
BOVN)S 1193 U u| 7.10E-®@ U ul| 1s0s-02 U u| 160E-02
BOVYN]6 118.0 U U 3.60E-G2 U U 1.80E-02 U uU| 1.00E-02
BOVNI? -| 1171 u u| 2.50E-02 u u| 230E-02 u u| 2.00E-02
BOVNJS 1169 u u|. s20e02 u u| 230E-02 380E-02 || 2.10E-02
BOVNH1} 1290 - 2.65E+01 3.30E-01 2.46E+00 1.40E-01 U u| 2.20E-01
BOVNH2 128.5 1.51E+00 6.20E-02 1.60E-01 $.60E-02 U U[ 5.70E-02
BOVNHY 1277 2 43E-01 2.90E-02 U Ul 420E-02 U u| 3.10E02
BOVNH4 1217 2.54E-01 4,.90E-02 u u 6,90E-02 U U| S5.80E-02
BOVNHS 1269 1.90E-01 4.50E-02 1] U| 820E-02 u U] 430E-02
BOVNH6 1259 970E02 | J| 490E-02 U Ul 8.50E-02 U u| 7.70-m2
BOVNH? 125.1 1.07E-0 5.30E-02 U ul. 730802 U u| s.70E-02
BOVNHS 124.1 U u| 2soE02 u u| 3.70E-02 U u| 3.10E02
BOVNH9 1303 u vl 330E-02 ) u| s70E-02 U u| 290E-02
" BOVNIO 1234 U U| 690E-02 U ul| 9.00E.02 ] U|[ 730E-02
BOVNI]1 129 - u U 3.00E-02 U U] 420E02 U Ul 3.10BE-02
BOVNJ2 1224 U U| 5.40E-02 U ul| 730E.02 u u| 590E-02
BOVND 1213 u u| 240E-02 U U| 3.50E-02 u uv/| 330802
BOVNJ4 120.1 u u| 42002 u U| 7.50E-02 1] U| 630E-02
BOVNJS 1193 U ul| 47080 u ul| 620E-02 U u| 6.00E-02
BOVNJ6 1180 U U| 280E-02 u u| 3.80E-02 u U| 420E-02
BOVNJ7 1171 u U| 420E-02 U U] 7.10E-02 U U| 5.00E-02
BOVNJS 116.7 u U| 540E-02 U ul| 7.90E-02 U {u] s10E-02
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Table A-1. Raw Sample Data. (4 pages

BOVNHI 129.0 1.18E+01 2.20E-01 3.92E-01 1.30E-01 4.87E-0] 2.10E-01
BOVNH2 128.5 1.03E+01 1.10E-01 J41E-0l 3.90E-02 . 5.18E-01 6.30E-02
BOVNH3 127.7 J.11E+0] 1.00E-01 3.62E-01 2.30E-02 5.14E-01 4.80E-02
BOVNH4 127.7 1.03E+01 2.20E-01 3.50E-01 4.20E-02 5.66E-01 8.70E-02
BOVNHS 1269 L.11E+01 1.90E-01 4,34E-01 4.00E-02 5.37E-01 1.10E-01
BOVNHé 125.9 1.19E+01 2.20E-01 4.11E-01 3.80E-02 7.28E-01 1.0GE-01
BOVNH? 125.1 1.19E+01 2.40E-0) 4,11E-01 3.60E-02 6.10E-01 1.00E<01
BOVNHS 124.1 9.62E+00 1.10E-01 J.50E-01 2.10E-02 4.97E-01 5.10E-02
BOVNH9 130.3 5.53E+00 1.80E-01 1.65E-01 3.00E-02 2.03E-01 7.10E-02
BOVNI0 1234 1.50E+01 2.80E-01 3.52E-01 5.20E-02 8.40E-01 9.80E-02
BOVNI1 129 1.07E+01 1.10E-01 3.52E-01 220E-02 |, 5.63E-0] 5.10E-02
BOVNI)2 1224 1.28E+01 2.50E-01 4.65E-01 3.50E-02 6.60E-01 9.00E-02
BOVNJ3 1213 LI18EH)] 9.80E-02 3.72E-01 1.80E-02 5.05E-01 4.10E-02
BOVN4 120.1 9.85E+00 2.3CE-01 4.02E-01 | 3.40E-02 542E-01 1.00E-01
BOVNIS 1193 9.54E+00 2.20E-01 3.40E-01 3.60E-02 4.81E-01 8.60E-02
BOVNI& 118.0 9.20E+00 | 1.19E-01 4.34E-01 2,10E-02 6.11E-01 5.20E-02
BOVNI? 117.1 8.95E+00 2.20E-01 3.78E-01 |. | 4.10E-02 5.43E-01 $.70E-02
BOVNIS 116.7 1.16E+01 230E-01 3.37E-01 4.60E-02 5.76E-01 9.60E-02
BOVNHI 129.0 4,57E-01 1.20E-01 4.87E-0] 2.10E-01 1.29E+02 4.80E+00
BOVNH2 128.5 4.84E-01 3.30E-02 5.18E-01 6.30E-02 1.09E+)1 J | 3.40E+00
BOVNH3 127.7 4,65E-01 1.50E-02 S.J4E01 . 4.80E-02 6.67E-01 U] 2.00E+00
BOVNH4 120.7 4.68E-01 2.40E-02 5.66E-01 8.70E-02 6.23E-01° (U] 2.10E+00
BOVNHS 126.9 5.03E-01 2.30E-02 5.37E-01 - 1.10E-01 4.70E-02 | U| 4.30E+00
BOVNHé6 125.9 4,75E-01 2.40E-01 7.28E-0] 1,00E-01 -1.24E+00 | U{ 4.20E+D0
BOVNH? 125.1 5.56E-01 - 2.50E-02 6.10E-01 1.00E-01. -5.79E-01 | U| 2.80E+00
BOVNHS 124.1 4.80E-01 1.30E-02 4.97E-01 5.10E-02 -5.45E-01 U | 2.00E+)0
BOVNHS 1303 2.23E-0} ~ 2.50E-02 2.03E-01 7.10E-02 -7.28E-01 | U | 2.00E+00
BOVNID 1234 7.56E-01 3,20E-02 8.40E-01 9.80E-02 -8.43E01 |U| 2.10E+00
BOVNI 1229 4.71E-01 1.50E-02 5.63E01 - 5.10E-02 -1L4E+00 | U ! 2.10E+00
BOVNR2 1224 5.77E-01 2.50E-02 6.60E-01 9.00E-02 -6A41E-01 |U| 2.20E+00
BOVNJ3 1213 4,83E-01 1.30E-02 5.05E-01 4.10E-02 -6.94E-01 |[U| 2.70E+00
BOVNJ4 120.1 6.44E-01 3.20E-02 - 5.42E-01 1,00E-01 3.22E401 U] 2.40E+00
BOVN)S 1193 4.49E-01 2.20E-02 4.81E-01 | B8.60E-02 -4.80E-02 |U| 2.20E+00
BOVNJ6 118.0 5.51E-01 1.50E-02 6.11E-01 5.20E-02 -6.14E-01 |U{ 2.3CE+HD0
BOVNJ7 117.1 5.12E-01 2.40E-02 5.48E-01 9.70E-02 -7.07E-0t | U| 2.10E+00
BOVN)S 116.7 5.64E-01 2.70E-02 5.76E-01 9.60E-02 -5.90E-01 {U| 2.00E+}0

A-2
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IEHIN

= ! : D)
3.30E-01 5.69E+00 2.70E-01

BOVNHI 129.0 u U| 650E+00 U U

BOVNH2 128.5 U U| 1.80E+00 U Ul s.00E-02 1.20E+00 1.50E-01
BOVNH3 1277 U u| 130E+00 U uU| 490E-02 6.00E-01 |J] 150E-01
BOVNH4 1271 1] U| 240E+00 U U| 7.50E-2 SO6E-01 | )| 1.60E-01
BOVNHS 1269 ] U{ 290E+00 U Ul 720E-02 6.24e-01 - | 7| 1.70E-0
BOVNH6 1259 U u| 2.70E+00 U Ul 7.10E-02 723801 [J| 1.40E-01
BOVNH? 125.1 U U| 2.60E+00 U ul 7.50E-02 53401 |J | 1,70E-01
BOVNHS 124.1 U U| 130E+00 U u| saoE-02 8.81E-01 {J| 1.40E-01
BOVNHY 130.3 U Ul 220E+00 U U| 4.80E-02 -3.00E-02 U] 2.00E-01
BOVNIO 123.4 U U| 3.10E+00 U u| 9.70E-02 2.58E-01 JU| 2.60E-01
BOVNII 1229 U u| 130E+00 U Ul e6s0E-02 7.59E-01 [ J| 1.30E-01
BOVNI2 1224 U U] 2.608+00 U U( 7.80E-02 486E-01° | 1| L30E-01
BOVNIZ | - 1213 U u| 120E+00 u u| 420E-02 570E-01 { 3] 1.60E-01
BOVNJ4 120.1 U Ul 2.60E+00 U Ul 680E-02 8.13E-01 |[J{ L70E-0)
BOVNIS 1193 U u| 2.70E+00 U Ul 7.30E-02 1.24E+00 1.60E-01
BOVNJ6 118.0 U Ul 1.30E+00 U u| a.80E-02 82501 |J | 1.10E.01
BOVNIT 1171 u U{ 2.60E+00 U U| 6.80E-02 329601 | J | 1.10E0M
BOVNJS 116.7 U U{ 250E+00 U U| s20E-02 2.586-01 | J| 8.80E-02
BOVNHI 129.0 43901 |1] 7.00E02 S40E-02 1U| 590802 4.07E-01 |1 ]| 6.10E-2
BOVNH2 | * 1285 3.58E-01 {J| 5.10E-02 320602 [U] 6.10E-02 325600 | )| 5.10E-02
BOVNH3 121.7 3.51E-01 | J{ 3.70E-02 4.40E-02 |J | 2.80E-02 345601 [J| 2.30E-02
BOVNH4 1277 3.08E-01 |J] ssoE02 ‘| 180E-02 |U| 7.00E-02 ZI8E-01 | J | 5.80E-02
BOVNHS 126.9 473E-01 {J{ 890E-02 340E-02 |U| 8.60E-02 334e-01 |1 7.10E-02
BOVNH6 1259 431E-01 {J{ 9.20E-02 $80E-02 |U| 1.10E-01 3.026-01 || 9.20E-02
BOVNH7 125.1 386E-01 |1} . 9.70E-02 740E-02 |{U| s.10E-02 23701 [J | 6.70E02
BOVNHS 124.1 3.34E-01 |J| 6.50E-2 210E-02 |U| 7.90E-02 35IE01 || 650E-02
BOVNH9 1303 1.62E-01 | )| 8.60E-02 110E-2 U] 830E-02 243E-01 | )| 690E-02
BOVNIO 123.4 328E-01 [J]| 9.00E-02 570E-02 {U| 8.70E-02 441E-01 | 3| 7.206-0
BOVNI 1229 340E-01 |J]| 720802 0.00E+00 |U| 8.70E-02 302600 || 7.20E02
BOVNR 122.4 5.72E-01 | 1| . 6.70E-02 640E-02 |U| 8.20E-02 SO2E-01 | J| 6.70E-02
BovN | 1213 477E-01 | 1| 6.60E-02 2.10E02 |U| B8.00E-02 336E-01 |J ] 6.60E02
BOVNM 120.t | 3.46E-01 [J| 7.60E-02 0.00E+00 |U| 920E-02 277E01 | 1] 1.60E-m
BOVNJS 119.3 336E-01 |J{ 7.50E-2 240E-02 |U]| 9.20E-02 SO4E-01 | J | 7.60E-02
BOVNXS 118.0 $25E-01 |1 7.30E-02 1202 |U| B.80E-02 315801 |J| 7.30E-02
BOVNY7 117.1 49SE-01 {J| 8.70E-02 570E<02 |U| 7.30E-02 534E-01 | J| 6.00E-02
BOVNJS 116.7 291E-0L |J| 8.60E-02 4.10E2 | Ul 1.00E-01 291E-01 |J | 8.60E-02
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Table A-1. Raw Sample Data. (4 pages

BOVNHI1 129.0 LO0E-02 {U]| 4.90E-02 1376801 | J ]| s5.60E-02 1.00E-02 |U| 120E-01
BOVNH2 1285 0.00E+00 |U| 5.80E-02 500E-03 |U| 6.50E-02 1L.10E02 |U| 6.10E-02
BOVNH3 127.7 0.00E+00 |U| 1.00E-01 1.10E.02 |U| 830E-02 S00E-03 |U| 2.50E-02
BOVNH4 1227 8.00E-03 (U| 3.10E-02 1.608-02 |U| 3.90E-02 1.50E-02 | U| 3.60E-02
BOVNHS 1269 7.00E03 |U|  1.00E-01 -7.00E-03 {U| 72002 120E-02 |U| 1.80E-02
BOVNH6 | 1259 4.00E-03 [U| 3.80E-02 -400E-03 U] 3.30E-02 0.00E+00 |U| 2.90E-02
BOVNH7? 125.1 -S.00E-03 |U| 6.30E-02 0.00E+00 |U| 6.80E-02 300E-03 |U| 4.50E-02
BOVNHS 124.1 SO0E03 [U| Ss0E-02 | -5.00E-03 U] 560E-02 6.00E-03 |U| 4.70B-02
BOVNH9 1303 8.00E-03 |U| 3.70E-02 4.00E-03 |U| 290E-;2 1.50E-02 |U| 2.80E-02
BOVNJQ 1224 | 600E03 {U| 6.10E-02 1L.1CE02 |U| s530E-02 6.00E-03 |U| 3.40E-02
BOVNJI 1229 | 6.00E-03 |U| 7.70E-02 440E-02 |U| 600E-02 [ 140E-02 |U] 3.50E-02
BOVNI2 122.4 -1.20E-02 [U| 8.00E-02 0.00E+00 |[U| B8.60E-G2 -7.00E-03 |[U| 4.00E-02
BOVNJ3 121.3 130E-02 |U[ 6.40E-02 2.00E-02 |U| 510802 170E-02 |u| 4.10E-02
BOVNM 120.1 -1.80E02-|U| 7.60E-02 Z120E-2 {U| 7.60E-02 $33E-01 |J| 4.20E-02
BOVNIS 119.3 6.70E-02 |U{ 230E-01 130802 |u| 1.70E-m) 0.00E+00 |U| 2.50E-02
BOVNJ6 118.0 0.00E+00 |U| 7.60E-02 6.00E03 |U{ 590802 -LIOE-02 |[U| 3.90E-02
BOVN)?7 1171 -2.30E-02 |U 1.50E-01 -230E-02 |U 1.60E-01 -3.00E-03 U| 3.90E-02
BOVNIS 116.7 -140E-02 |U| S.60E-02 S00E-03 |U| 7.00E-02 8.00E-03 |u| 2.20E-02
BOVNHI 129.0 2.6 102 0.08 56 0.41 U
BOVNH2 128.5 1.6 233 0.02 19 230

BOVNH3 1277 13 14.4 0.02 U 2.1 0.42 U
BOVNH4 1277 1.6 16.6 0,02 u 1.7 041 u
BOVNHS 1269 1.6 11.6 0.02 U 2.1 0.66

BOVNH6 1259 1.6 12.5 .02 U 22 0.96

BOVNH7 125.1 19 10.6 0.01 U 20 042 u
BOVNHS 124.1 1S 58 0.02 U 20 0.42 U
BOVNH9 1303 022 U 0.15 0.02 u 0.75 0.40 U
BOVNJO 123.4 23 13.5 0.02 U 3.0 043 U
BOVN]] 1229 1.0 6.8 0.02 U 2.8 0.42 U
BOVNI2 1224 14 1.5 0.02 7] 29 0.42 U
BOVNJ3 1213 15 10.7 0.02 U 22 0.41 U
BOVNJM 120.1 12 9.6 0.02 U 19 0.41 U
BOVNIS 119.3 14 69 0.02 u 19 041 U
BOVNI6 118.0 1.1 69 0.02 u 2.6 0.41 U
BOVNI? 117.1 0.62 4.1 0.0 U 1.5 0.44 U
BOVNJS 1161 0.74 73 0.02 U 1.8 0.43 1]

HEIS = Hanford Environmental Information System

Q = qualifier

MDA = minimum detectable activity
ICP = inductively coupled plasma
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Figure B-2. Borehole Log, Borehole B8786, Page 2
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Confinued From Page —. z 4

Notebook No.

'?f-57}/7j £-11-25

iy

-~

JECT

Y. 2

0, the # on the borehole is B8786. Work
Dave Weeks

#1999 03 02 001, the contract # is

Russ Veltines

1o be preformed is split spoon sampling of the borchole per work package.
Mike Kohler

Pre job set up for drilling job at 1000 hrs. Doug Bowers/
1230 Drill rig not in place yet. Wil wait until drillers are back from retrieving

0915 Ed Rafuse calls and moves pre job back to 1130 hrs.
0000X-8C-G0176, RWP # GW121 rev,
regulated tools from 100N.

1330 Pre job held attending are:

Mo Wasdic
Ed Rafuse

1400 Dress out and imter zone. While drillers are

Doug Bowers

*1130 Asrive 116D for pre job. Work package

setting up cable tool drill rig we will

s are 100D 99-0043 and 100D 99-0041
ready, due to the late br. Joe Jeminez has
initinl drive intothe -

Set up two 35 gallon barrels for field

sample equipment. Drum #

be organizing sampling equipment.
1500 Drillers have set rig and split spoons are

deconning

P ;
AR A
L2 b
L b ER

today but ta fet drillers make their

ded to not sample

deci

bagged and

gound and leave the drive barrel in place. Prepared split spoons are

secured 0 maintain cleanliness.

1530  Exit zoue.
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Nolebook No. R oo

'OJ'_EcT' : _Bf‘)-ov/?; /*/Lﬁ '

b _ BOVNH4 (TMA) BOVNK4 (RCF) is the duplicate sample,
B BOVNKO (Quant) BOVNMO (RCF) is the split sample.
- 0930 The HPT: is concerned sbowt rising winds (~10 10 15 mph gusts) so we will exit
i for moming breek and allow the ares 10 be sprayed down by the water truck,
. 1010 Area has been sprayed down around the drilf rig.

- 1017 Back in to0 dress out.
| 1040  Entry made back into zone, -

. Bomﬁm)novm(ncnuuunmampleuﬂhummme—w
e 10 12.5" depth, driller is trying to compact materil in split spoon. Recovery is

IR - T T o ‘
% ko .-.!......i..,.i...----;'....; I_-J’. .L.-L...J_ e e e .: _{I . 'l T
n..-,.-J_a: !1:4._'-;145;"- -y ! LT
i ..1....}_......
dasl I
P 0900 BOVNH3 (TMA) BOVNK3 (RCF) is the main sample. iT

!
——

|

4

H
o
P

}
1

e

S SO N

T

i
e
—
(=]
LA
w
oo
[t antin SEEE 5
-‘2

;
fE ;
B 100% and material is & very clean basalt sand and is <5% gravel, reading 350 cpm ‘1 :
i Beta Gamma by HPT. . —_—
P 1140  BOVNHS6 (TMA) BOVNKSG (RCF) is taken from the ~13" 10 155" depth. The - _j___{_u':_______‘_
T RN casing being set caused a slight off set in the running depth of the sampling o !
Ty Material s & very clean basalt sand <5% gravel and there is 100% recovery. b
I Upon review of field notes show nothing was written down for a survey count on __!L.__M R Bl
o o cpmbehumm.?mmyonlylbchmthecounumﬁo-cpmm ,; -i -T_,
! © gamma , _ - Bt S s
P 1159 Drillers have to clcan out liole some of the roaterial from the last drive barrel edendend
A scem to have fallen in whep the were pulling it out.. R R
o 1218 BOVNH7 (TMA) BOVNK? (RCF) is taken from the ~15.5" to ~18° depth. As i e e &
: " sample is retrieved from split #poon into 8 bowd it is noticed there is a slight I DS ST S

difference in the lithologies of the material that is not apparent until they are

laying side by side in the bowl. There is a very smali amount of fine light brown
sand in the upper ~15" of the gplit spoon and i reads 350-cpm bets gamma. The
bottom ~9" of the split spoon reads = back ground, and is a clean basalt sand with
no gravel. Due 1o the very slight difference in visual appearance the two T
materials were piaced into bowl, upon seeing the difference when they were in the
bow! it was to late to take scparste samples because the material hod already come _t_: i

LA
L
|
T
. Pt

4--

d
| H

.T.. —
x|

1

!
g

1

.

. .
S s OL SRy SRR S
H . N

into contact with each other to much.
1240 Exit for lunch. Drillers will be sctting up to down size drill casing and drilling .
will cease for today. SRR SO
1330 Enter back into zone 10 secure area, sample equipment, and finish fielddeconning ;| © . !
used equipment for retum to WSCF. Final smmple securing is done at this time 'T"?""H—'i'
|

P
v apaened
\

O SR S

also. Sanples hive been place on ice immedistely after sampling in zopeand are - ;L -
cleared out of zone now by HPT. ; |
- 1555 Exalulemdmmpondlmnpluonblmcndtanlflcdiq i e

e ptmtrerege e s e i H ;
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i i ‘ (:ontlmud on P.lgc
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66 EE
PROJECTJ_ZLQB_U;_M, _ﬁ_ g 7 .o 7}/ 7)..__"1‘152L_ "°‘°"'2§’Jf...’f.‘3 From f,%_

—— ...._.r.......-.-.—.- - - T T 1 .

N ] §
BEERE Ll P T A T L T O T T SO O O S WS
_——EL .3 N N ! l . - _! - IL '! '-.-1—-

Ll ;asah #4728 Spud up supplics for-dril ob. Dong Bowers/ B g7 o=t b e e
i [M#'sonboﬂle:usodmsamplmgfortbeammjobm.ll:tzraGL30‘2288,250 Co
, ml 0 F 8127030, 20 m! Poly N/A. All surveys taken by HPT will be included at —hs g e
L. th:endofthelogenu'iesfonhisjobthueiuonﬂntwodayhgwithprooessin; S '
. them. ' P
0600 Arrive 116 D for pre job same guidance documents as ycsicrday, Same personal ’ e
- - also the work 10 be preformed is per work package 1999 03 02 001, Weather is
! ' sunny slight breeze expected to pick up this afiernoon.
™ o700 Samplaml]betakeaeveryom—memumuchuthednllingmcﬂmdologywﬂl

allow, Drillers will install a 10 inch casing, clean it out to the required depth the
take a split spoon that has been prepared by the semplers with WSCF deconed

]
b
i

; - parts, all split spoon equipment and sampling equipment will be WSCF deconed
;- { : unless otherwise noted. Material will be placed into s stainless steel bowi :
A thoroughly homogenized and placed into sample bottles with stainless steel
P spoon. This methodology will be-the ssme through out the job unless otherwise :
o b noted. - F T
.4 .i.. 0720 Fim drive barrel is emptied and casing set due to the dry niture of the soil driller U
o has to go to 2° 1o get hold in drive bamrel. All dril} spoils will be encased in plastic A
i - sleeving and placed into ERDF container on drill site. S
ot o fmdn 155 Firstattempt at split spoon is made from the 2’ W0 4' depth, ouly an~$%recovery - ... . 1 L
| is made a large rock has bung up in the throat of the spoow.’ A
| i 77 0810 Drive barel is now taken down the 4° depth and emptied. b T
st ieefe OB20 Split spoon sample is taken from the 4° to 6.5° depth. In taking the spoon spart it PO S
[ has 100 % recovery and there two very distinct layers each will be sampled. L I
e Thetop *8” of the spoon have dry sandy silt reading 700 to I
kb R 'Bowu' ) 800 cpm Beta Gamma (back ground is ~200 cpm) SR ! -----
T RNy Do vkl LT

r - ¥ Tk e _.:._

S S S e b _ 4

R _ I S
Gova ya o doond b

Bova K3 . o

A . ‘ - s .--—»g-- :-- : et
: JShes The bottom ~16" of thé spoon contain a very clean basalt U S WU
' sand <5% gravel and nothing above back ground upon U i
survey by HPT. ' SR el it ¢
BOVNH1 (TMA) BOVNX 1(RCF) Taken from the above-mentioned material from dode e dand

~4' to 4’ 8", Material is separated by visual differences in the lithology. Do I ;

BOVNH2 (TMA) BOVNK2 (RCF) Taken from the above-mentioped material T

from the ~4" 8™ 10 the ~6.5" depth.

The next sample is aken from the ~7" t0 ~9.5" depth, material is a very clean

?  basait 3and <5% gravel and reads less than back ground by HPT survey, recovery L
i3 100%. This sample will be the QA/QC sample and will have a main, duplicate, d oo
and:a-aplit sxemple: tuke v it

t
——— i —
3
i
i
e
1

I L b ! !
Foms o pormmriae o p ! HER ' O S W S
SRt -r-'-.--!—ﬂ-.‘z-—-(p-.-.:----.a_..._' { : - ' ! P . E ‘ T T ..t 1 ..I} -.ir
i i — l LI J'.....'. O S TN o
RAend snd Understood By
oxsDanery S22 -
Signed . Date Signed . Date
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. ] i !‘r H 1 ! ,
..i......?‘_..- ..lL.... '..—-l-—.l_!. L..."L _} .g .;_ J -1.. _n........'- . ..i.. .‘- !
ek ¢4:.;',.i;3-;4;}
o d e . e o
R | 0900 BOVNH3 (TMA) BOVNK3 (RCF) is the main sample, b
Foy BOVNH4 (TMA) BOVNK 4 (RCF} is the duplicate sample. Frosdind ek
T BOVNKO (Quant) BOVNMO {RCF) is the split sample, |_.,....,....5 !
NS 0930 TheHPTnnmmedaboutmﬁumnds(dOtol&mphgm)mwewillexit Lol !
. fm'mommabrukmdallowlheuutobelpnyeddownbythewmmnk. ~"'I.‘*";---‘-*-| -
T=77] 1010 Area has been sprayed down sround the drill rig. — e et e
-t--4* 1017 Backinto dress out P
T 58 et T
; 1055 BOVNHS (TMA) BOVNKS (RCF) is the next sample and is taken from the ~9.5 ) e e A
S t0 12.5" depth, driller is trying 1o compact muterial in split spoon. Recovery is did
] 100% and material is a very clean basalt sand and is <5% gravel, reading 350cpm "7 TTT Y
Bets by HPT. - ._..;_._5.....-.-..!..
1140  BOVNH6 (TMA) BOVNKS (RCF) is taken from the ~13" 10 15.5"depth. The - | ! & 1 |
s ] casing being set caused a slight off set in the rinning depth of the sampling o "‘
oo Material is & very clean basalt sand <5% gravel and there is 100% recovery. R S
S Upon review of field notes show nothing was written down for a survey count on __.' et d
‘. . cmbﬂangmmwoﬂylkhmﬁﬁWm!Sﬂmbm } ; Do
S TRV S B
g 1159 D.,umhmmdmmhmmof-tbemm_ from the last drive barrel e ceged
. seem 10 have fallen in when the were pulling it out.. R
| 1218 BOVNH7? (TMA) BOVNK7 (RCF) is taken from the ~15.5" to ~18’ depth. As = f"‘x‘

sample is retricved from split #poon into 55 bow! it is noticed there is a slight
difference in the lithologies of the matesial that is not appearent until they are
laying side by side in the bowl. There is a very small amount of fine light brown
sand in the upper ~15" of the split spoon and if reads 350-cpm bets gamma., The
bottom ~9” of the split spoon reads = back ground, and is a clest basalt sand with
1o gravel, Due to the very slight difference in visual appesrance the two
materials were placed ino bowd, upon seeing the difference when they were inthe  — - ;.. .
bow] it was to late 10 take separate samples because the material bod alresdy come ;
into contact with each other to much. A A S
] 1240 Exit for lunch. Dnllmwﬂlbeumnguptodownmdrmwingmddﬁlliu e
T4 will cense for today. AN R
,T 1330 Enter back into zone 1o secure srea, sample equipment, and finish ficld decopning . ¢ ;¢ ¢
. { I-Tl-'-—j-'- f—..
13

R

e

ustd equipment for retumn to WSCF. Final sample securing is done at this time
also. Samples have been place on ice immediately after sampling in zone and arc
cleared out of zone now by HPT.

1555 Exit site and transport all samples on blue card to 3728 facility.
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Contiflred From Plgt

Noteboak No. EEL_U_J) ?

o o——————

0500 Amive 3728 to load suppljes andice. Doug Bowers/ 8—76'—-‘-“'-—
0600 Arsive 100D for POD. Work 1o be preformed today will be a continuation of the split
spoon sampling of the B8786 bore hole. Drillers will start out by down sizing the Casing

to 8", while they are doing that samplers will make 8 run to WSCF to pick up some more
.Jiners for split spoons. Ed Rafuse has also ssked us 1o pick up some rad sleeving from
233-§ in 200 area while we are over there. Personal at POD:;

Ed Rafuse

Mike Kohler
Doug Bowers
Russ Velline

Renee Neilson
Dave Weeks
Mo Wrasdic

0830 Armive back at 100D to enter zone, drilless are just finishing up on there work.

They have set the 8™ casing and are cleaning out the bentonite they put in the hole

and had hydrated earfier this moming. .
0928 Dnvmsapluspoon 188" 0 21.5%, Bnckgmnndre;dmgsbyﬂﬂ‘m“ﬂcpmbm

0935 BOVNHBGMA)BOVNKS(RCF)hkmﬁ-omll 8" 10 21.5", material is & clean basalt
sand, there is a slight silty build up on the walls of the liners that easily mixes and falls

aputwhenhomr.\gemzed. Thhs&nplcisamposineohllthelinﬂ!. there is 2 100%

0950 BOWUMA}mlumpleulneqmpmenlbhnklndismdwthempleequipment
. used on the next split spoon. Silica said from 3728 bidg. is powred through the split
spoon afier it is assembled into the 8.8, bowl and homogenized with 8.8. spoon and
placed into sample containers. Equipment is rewvuedmlhmnefoilmdplnwdnideto
be used on following sample,

1006 Driving next split spoon from 22° 10 24.6°,

1018 BOVNJO (YMA) BOVNLO (RCF) is taken from the top 2 Jiners of the split spoon. -

avaIe
anﬂ-’

/ GovaJ)

povwatl
‘s heot

Material is 4 clean basalt sand with no £pm above background, There are
two very distinet and different materials in spoon both will be sampled
individually. There is a 100% recovery on the split spoon.

BOVNI1 (TMA) BOVNL1 (RCF) is taken: from the mouth of the shoe
(note this part of the split spoon in the shoe is not normally used) to ~1”

‘into the second liner of the spoon, This seems 10 be the cut of point for the

very distinct visual difference of the two materisls. This material is a very
fine brown sand that is packed extremely tight in the spoon and there
scems 10 be a lot of silt in it. Reading by the HPT is 340 cpm.

The other 5™ of the 2™ liner arc mixed between the two materials and is

discarded

1028 Driving next split spoon 24.6" to 27",
1041 BOVNR (TMA) BOVNL2 (RCF) taken from composite of all 4 liners, there ia a mix of

layers of material, recovery is 100%, The shoe and the first ~2" of the
first liner are ~50% gravel and 50% sand material in shoe iz used in this
umple.thlustheﬁmumclhhmvdymuemlhnlppw’edqmn-m
background, The next ~4° of the first liner and the entire 2* liner are the
tightly packed fine sand similar to the typie found in the previous spoon at
1018 brs and cpen is = 0 background. ~ 3” of the 3 liner and all of the
4* bnertrelﬁmdark(nolblsalt)mxdmduhloflﬂundmadsm

Pead snd Undessiood By

Coe

1

op e ey

L T - c:mll’nmc.mt’agcif
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Signed

- Date
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: 135)
1356
1443
1540
T 1630
N -
R ! T
i b
N oo
..-.!- , .f _}
Ly o

:l »'-:3. Notebook No, EF 1.2
o sec Jmummo;_ﬂjj__m. oo ranro
: R T o e ,
cpm. Thetop~3“ofthcﬂ|irdhnamlikethcfmeundmﬂt2“1mu B
. and cpm = beck ground, =t
{- 1130 Ot of Zone for funch i
; 1235 i

Back in zone drilling again. |
Driving split spoon 28° to 30.8° :

BOVNI3 (TMA) BOVNL3 (RCF) taken from a composiie of all 4 liners material is U S
uniform in all liners and is ~50% gravel and 50% sand all cpm are = to background. .
Recovery is 100%, sample has a lot of jarge rocks so they are “panned out™ prior to

i

-i--""‘-—_ — e,

Driving spoon 31.8" t0. 34.5, _d
BOWUMA)BOW(RCP)MMWmdoﬂdMMM ]
materials in spoon. From the sho¢ 10 ~5" into the 3" liner there is s coarse dark sand and
gravel ~50/50 mix. The top ~1” of the 3" and all of the 4* liner are & fine dry sandy silt -
with ~ 50% gravel. There seerns to be some type of binder in the silt/sand in this Jayer.
AllrﬂdmpbyHPTm-toblckwwnd. ' r
Exit for af\ernoon bresk.

Back into zone, drillers drive casing to 34,5° and clean out hole. ‘rbeyuegoingwh
downsizing casing in the morning so this is where we will stop for today. Samples have
beenonmeutbcthebeentakenmdmmedfmhmpoﬁmdwmbemedh g e
3728 bldg. on a blue card
Exilmne.mdbegmwremoveﬁelddmnedsmplmequipmm

!
|

:
T
+-
-

..;-_g._i—i
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Arrive 3728 for ice and supplies, Doug Bowery R &78 #~"
Artive 116 DR for pre job; same personal as 6-22-99. Weather is sunny and
expected high of 85 F, no wind now but gusts expected 1o 10 to 15 mph.
Drive barre] down to 42" then tagged with tape and hole was at 41.5, there has
been 6" of sluff fall into bole,

Split spoon driven 41.5" to 44.5%, recovery is 100%, 4* liner will ot be used in

composite, .
BOVNJ7 (TMA) BOVNL? (RCF) Material is s basalt sand and ~50 to 60% gravel,
with rad readings = to background. Only the first 3 liners of the spoon were used.
Water level is tagged a1 41.95 from ground surface, the bottom of the hole is .
1agged at 43.5° ~12" of sluff has fallen in.

Driving split spoon again 43.5° 1o 45.5°,

BOVNIS (TMA) BOVNLS (RCF) material is s medium, brown sand and ~60%
gravel, geologist Dave Weceks is calling it Ringold formation. Due to the ~12" of
sluﬂ'musuudmﬂnholeonlyﬂ;el"de"hmofthesplh:poonmllbemd
in the sample

BOVNF2 (TMA) BOVNF3 (Q) BOVNF4 (RCF) Material is water collected from
the borehole with a disposable plastic™bailer put into & 2.5 gal. cubitainer. The
water is very dirty and will need 10 be filtered. No preservatives are added to
mplupamchWem,thelsbmllﬁhermpktbenpruuveh. Lot#'son
bottles are;

250 m) poly L2 smmo, )

500 ml poly 1. 8037010

500 ml #Q Y 8093040

" 1Lpoly C 8065020

0915
0930

1300

- . gallon bung top drum # 100D 99-0037,
i.

Depth 1o water from ground surface is 41.61°, mnldepthofhol:uls.i'ﬁom
ground surface.

All samples have been on fce aficr being taken and are secured for transport,
Quanterrs and RCF samplex will be delivered to labs and -
mmmumwmmmmmﬂuwwm
blue cards.
mdeeonliqmdsfromtheﬂm”galdnmmedmqu—mdinmmﬁ
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